
Packaging methods

TUBINOX STARFLEX in grade 316L or 904L is perfect for renovation of existing masonry chimneys 
with offsets.

Tubinox Starflex
Stainless steel multi-fuel double skin flexible liner

TECHNICAL DATA

Wall
Thickness

0.10 x 2 / 0.12 x 2

Material
AISI 316L / W.Nr 1.4404
AISI 904L / W.Nr 1.4539

0071
0071-CPD-0047  

T450 N1 W V2 L50010 G
T450 N1 W V2 L50012 G
T450 N1 W Vm L70010 G
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Diameters

Ø 130Ø 125 Ø 140Ø 100Ø 80 Ø 150 Ø 155 Ø 167 Ø 250Ø 200 Ø 230Ø 180 Ø 300

Ø 130Ø 125 Ø 140Ø 100Ø 80 Ø 150 Ø 155 Ø 167 Ø 250Ø 200 Ø 230Ø 180 Ø 300

Ø 130Ø 125 Ø 140Ø 100 Ø 150 Ø 155 Ø 167 Ø 250Ø 200 Ø 230Ø 180 Ø 300

Ø 130Ø 125 Ø 140Ø 100 Ø 150 Ø 155 Ø 167 Ø 250Ø 200 Ø 230Ø 180 Ø 300

LISSECO

Coupes tous diamètres flexibles

F LISS et HR

GF

Ø 130Ø 125 Ø 140Ø 100 Ø 150 Ø 155
TUBAGE ALU

Ø 150 Ø 200Ø 125 Ø 180

Ø 130Ø 125 Ø 140Ø 100Ø 80 Ø 150 Ø 155 Ø 167 Ø 250Ø 200 Ø 230Ø 180 Ø 300

Ø 130Ø 125 Ø 140Ø 100Ø 80 Ø 150 Ø 155 Ø 167 Ø 250Ø 200 Ø 230Ø 180 Ø 300

Ø 130Ø 125 Ø 140Ø 100 Ø 150 Ø 155 Ø 167 Ø 250Ø 200 Ø 230Ø 180 Ø 300

Ø 130Ø 125 Ø 140Ø 100 Ø 150 Ø 155 Ø 167 Ø 250Ø 200 Ø 230Ø 180 Ø 300

LISSECO

Coupes tous diamètres flexibles

F LISS et HR

GF

Ø 130Ø 125 Ø 140Ø 100 Ø 150 Ø 155
TUBAGE ALU

Ø 130Ø 125 Ø 140Ø 100Ø 80 Ø 150 Ø 155 Ø 167 Ø 250Ø 200 Ø 230Ø 180 Ø 300

Ø 130Ø 125 Ø 140Ø 100Ø 80 Ø 150 Ø 155 Ø 167 Ø 250Ø 200 Ø 230Ø 180 Ø 300

Ø 130Ø 125 Ø 140Ø 100 Ø 150 Ø 155 Ø 167 Ø 250Ø 200 Ø 230Ø 180 Ø 300

Ø 130Ø 125 Ø 140Ø 100 Ø 150 Ø 155 Ø 167 Ø 250Ø 200 Ø 230Ø 180 Ø 300

LISSECO

Coupes tous diamètres flexibles

F LISS et HR

GF

Ø 130Ø 125 Ø 140Ø 100 Ø 150 Ø 155
TUBAGE ALU

Ø 230 Ø 250 Ø 300

Benefits

•  Smooth internal bore

• Extremely strong & robust

• Low resistance to gas flow

• High corrosion resistance

• Quick and simple to install with no mess

• CERIC tested

Individual
cut-lengths

Totem of
cut-lengths

Ecofilm coils De-coiling box
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Available adaptor solutions

Push-fit Pot Hanger

Register Plates

Register Plate and Push-fit flex adaptor

Push-fit Pot Hanger
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Register plate and
adaptor to flex liner
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Tubinox Starflex
Stainless steel multi-fuel double skin flexible liner

• Universal pot hanger terminal with unique push-fit 
fixing.

• Supplied with pot straps and jubilee band.
• Optional birdguard can be fitted and secured without 

the need for tools.
• No need for rivets, self tappers or sealant. 
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• Push-fit connection to flex liner.
• Provides secure and robust installation.
• The plate allows some adjustment and provides 

access for liner inspection.
• The spigot provides a positive adjustable connection 

to the vitreous enamel flue pipe.
• No need for rivets, self tappers or sealant. 

380 x 820 mm
register plate with 

access door
(c/w angle bars)

SARL POLYDESS - 14/12/2011PFT UK

SARL POLYDESS - 14/12/2011PFT UK

Plain register plates
• 380 x 820 mm
• 400 x 1000mm
• 500 x 1200 mm

200 x 200 mm
register plate with spigot

Clip type flex adaptor 
to vitreous connecting 

flue pipe

Screwed type flex 
adaptor to vitreous 

connecting flue pipe

Push-fit type flex adaptor 
to vitreous connecting 

flue pipe

Clip type flex adaptor to 
gather inserts

Top flex adaptor to 
Condensor range

0071
0071-CPD-0047  

T450 N1 W V2 L50010 G
T450 N1 W V2 L50012 G
T450 N1 W Vm L70010 G

www.poujoulat.co.uk
code: KE01000003


